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NOTES:

MATERIAL

 1.Insulator Material: PBT+30%GF(UL94V-0),Grey

 2.Contact Material :  Brass

 3.Contact Plating   :

    AWHW xxG-0202-T: Gold flash/Tin Over  Ni

    AWHW xxG-0102-T: 30u"Au/Tin Over  Ni

    AWHW xxG-0302-T: 15u"Au/Tin Over  Ni

    AWHW xxG-0402-T: 10u"Au/Tin Over  Ni

ELECTRICAL

 1.Current Rating:  3AMP

 2.Voltage Rating:  250V

 3.Withstand Voltage:       1000V AC/Minute

 4.Contact Resistance :    20mΩ max

 5.Insulation Resistance: 1000MΩ min

ENVIRONMENTAL

 1.Operation Temperature: -40°C to +105°C

 2.Packing:                         Tray packing

Order information:

xx : 06,08,10,12,14,16,18,20,24

      26,30,34,40,50,60,64
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NOTES:

MATERIAL

 1.Insulator Material: PA9T+33%GF(UL94V-0),black

 2. Contact Material :  Brass

 3.Contact Plating   :

    AWHW xxG-P202-T: Gold flash/Tin Over  Ni

 ELECTRICAL

 1.Current Rating:  3AMP

 2.Voltage Rating:  250V

 3.Withstand Voltage:       1000V AC/Minute

 4.Contact Resistance :    20mΩ max

 5.Insulation Resistance: 1000MΩ min

ENVIRONMENTAL

 1.Operation Temperature: -40°C to +105°C

 2.Packing:                         Tray packing

Order information:

xx : 06,08,10,12,14,16,18,20,24

      26,30,34,40,50,60,64
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Recommended PCB  Layout
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