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NOTES:

MATERIAL

 1.Insulator Material:Glass-filled thermoplastic PBT,UL94V-0

 2.Contact Material:Copper alloy

 3.Shell :SPCC

ELECTRICAL

 1.Current Rating  : 3AMP

 2.Voltage Rating  : 250V AC/rms 60Hz

 3.Contact Resistance: 20mΩ Max at 1 AMP DC

 4.Insulation Resistance: 1000MΩ  min at 500 VDC

 5.Withstand Voltage: 1000V AC/rms 60Hz for 1 minute

Operating Temperature: -55°C~ +105°C
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Contact Type

F - Female

S - Male

No.of Contact

09 / 15 / 25 / 37

F - Ferrite plate
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Standard: Quality class III
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Contact : Copper alloy, Gold flash selective gold

Insulator : Glass-Filled Thermoplastic PBT,UL94V-0,Black

Material

Product Specification

Shell: SPCC

Clinch Nut : Brass, Nickel Plated

Screwlock : Brass, Nickel Plated

Contact Resistance : 20 milliohms

Electrical

Max at 1 AMP DC.

magohms at 500 VDC

Insulation Resistance : 1000

Dielectric Withstanding Voltage :
1000 VAC/rms 60Hz for 1 minute

Current Rating  : 3 AMP

Volatge Rating : 250 VAC/rms 60Hz
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