
NOTES:

MATERIAL
 1.Insulator Material: PA66,(UL94V-0), Black
 2.Terminal: Copper Alloy,Tin plated
 ELECTRICAL
 1.Current Rating: 15A 250V~(UL,CUL)
                               10A 250V~(VDE,SEMKO,CCC,KC)
 2.Electric Strength: 2000V AC/minute
 3.Insulation Resistance: 100MΩ min at 500V DC

APPROVAL: UL,CUL,VDE,SEMKO,CCC,KC
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NOTES:

MATERIAL
 1.Insulator Material: PBT,(UL94V-0), Black
 2.Terminal: Copper Alloy,Tin plated
 ELECTRICAL
 1.Current Rating: 15A 250V~(UL,CUL)
                               10A 250V~(VDE,SEMKO,CCC,KC)
 2.Electric Strength: 2000V AC/minute
 3.Insulation Resistance: 100MΩ min at 500V DC

APPROVAL: UL,CUL,VDE,SEMKO,DEMKO,FIMKO,KC

          Order Code:A-KGS-S/A-x
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A:Panel Thickness 0.80mm
B:Panel Thickness 1.00mm
C:Panel Thickness 1.50mm
1:Panel Thickness 2.00mm
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NOTES:

MATERIAL
1.Insulator Material: PA66,(UL94V-0), Black

 2.Terminal: Copper Alloy,Tin plated
 ELECTRICAL
 1.Current Rating: 15A 250V~(UL,CUL)
                               10A 250V~(VDE,SEMKO,CCC,KC)
 2.Electric Strength: 2000V AC/minute
 3.Insulation Resistance: 100MΩ min at 500V DC

APPROVAL: UL,CUL,VDE,CCC,ENEC,KC
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NOTES:

MATERIAL
 1.Insulator Material: PBT,(UL94V-0), Black
 2.Terminal: Copper Alloy,Tin plated
 ELECTRICAL
 1.Current Rating: 15A 250V~(UL,CUL)
                               10A 250V~(VDE,SEMKO,CCC,KC)
 2.Electric Strength: 2000V AC/minute
 3.Insulation Resistance: 100MΩ min at 500V DC

APPROVAL: UL,CUL,VDE,SEMKO
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NOTES:

MATERIAL
1.Insulator Material: PA66,(UL94V-0), Black
2.Terminal : Copper Alloy,Tin plated
ELECTRICAL
1.Current Rating: 15A 250V~(UL,CUL)

                               10A 250V~(VDE,SEMKO,CCC,KC)
2.Electric Strength: 2000V AC/minute
3.Insulation Resistance: 100MΩ min at 500V DC

APPROVAL: UL,CUL,VDE,SEMKO,DEMKO,FIMKO,CCC
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