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RECOMMENDED P.C.B LAYOUT

SPECIFICATION
MATERIAL
Insulator: LCP UL94V-0 White
Contacts: Copper Alloy
Shell: Copper Alloy
CONTACT PLATING
Underplate: 50u"~100u" Nickel
Contact Area: A-SD-09-C-0-7-3 :15u" Selective Gold
A-SD-09-D-0-7-3 :30u" Selective Gold
® A-SD-09-S-0-7-3 :3u" Selective Gold
A-SD-09-C-0-7-3-TR :15u" Selective Gold
Solder Tails Area: 100u"~200u" Tin(Lead Free)
ELECTRICAL
Current Rating: 1 Amps Max.
Contact Resistance: 100 mohms Max.

L TOLERANCES: %0.05mm
R ?J ﬁ’ - Insulation Resistance: 1000 Mohms Min @ 500 VDC
RN MECHANICAL
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F: j | Mating Cycles: 10000 Cycles
i | — Temperature Range: -25°C To +85°C D
| | Selective Gold Packing: -: Tray(26pcs)
| | -TR: Tape & Reel (see sheet 2)
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CARRIER TAPE

300pcs / Reel
COVER TAPE

NOTES
1. MATERIALS: PS
2. PACKING:TAPE REEL(300PCS/R,1800PCS/CTN) D
3. SONY SS-00259 or RoHS

All Material in According With The Rohs Environment

Carton

@ RAW weight 7.5Kg Related Substances List Controlled.
" NOTES1:
NET weight 3.3Kg keep the front and the tail 15pcs empty, and 5pcs empty for
Tape W=37.5MM cover; feeding 300pcs
woterproof boag NOTES2:
’ Reel W=44MM package specification: E
Carton 350%350*325 1. there wil! be a cardboard on the bottom of the cartoon and
then one piece of pearl cotton above the cardboard.
/ TAPE REEL W=44MM 2. there will be a Triangle support at each inner corner of the
carton
// NAME Specification 3. the label of the Reel is all upforward.
4. the 6 packed products must be placed level in the
waterproof bag with two dryers.
5. after above steps, a pearl cotton and then one piece of F
cardboard will be place in the box .
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