1 2 3 4 ) 6 7
A
59.0
3x13.97 21.60 Max
| n n n 9
. 9 | a — GREEN B
d 130 — & 400+038 10 N
LED-L— MLl e e LT k 1 LEET LED
R R Rl :L.
10,89 7
0.40 C
254
14.00 14.00 12.65
2.54 4.05
40-Dia0.89 197 254 | 125 .
L i v S g | euEE | vaee | 4+ f D
£ I 4% ﬁ# Y Ry 7 o bd 103
WAT < M , |, 1397 || 1397 _|| 1397 E
1 1 vmw 41091
o O Y pomazs o | Bl P g 0o
L — — _ | 8-Dial02 Kﬁw PO13O5 | | 2o
' CH1 CHi2 CH3 7 - E
53.30 ch4
58.90
Suggested PCB Layout(Component Side View)
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Feature: >
1. Complies with IEEE standard and all Gigabit specifications
including 350uH with 8mA DC bias
Schematic: 2. Intergrated Mag-modular design provides higher reliability and
- conserves minimizing PCB space
CONNECTOR SOLDER SIDE RJ45 CONTACT SIDE Material:
1oTACT 1. Housing material : PBT+30%GF UL94V-0 Black w
MD(0)+ P1 . g 1 MX(0)+ 2. Contact material: Phosphor Bronze
< 72, 3. Contact Plating:  6u" Gold on contact area,100~200u" Tin
} on solder side, all over 30~50u" Nickel
MD(D)- P2 J2 Mx(0)- 4. Input terminal: Brass C2680
5. Shield material: Brass with Nickel plated
MD(1)+ P3 crict J3 WX(1)+ Environmental: C
g 75 1. Storage: -40°Cto +85°C
aa @2, Operation: -40°C to +85°C
MD(1)— P4o J6 Mx(1)-
P5 Package: Tray
Foe Insertion
1CT:1CT
MD(2)+ P70 J4 MX(2)+ Loss . Common Mode Crosstak )
W S EET dB Max Return Loss dB Min Rejection dBTYP | dBTYP | Hi-Pat D
RIS - W (vrms)
MD(2)— P8 ™ 35 MX(2)- 1~100MHz | 1~30MHz | 60~80MHz | 80~100MHz | 1~100MHz |150MHz | 1~100MHz
[ -1.0 -18.0 -12.0 -10.0 -30.0 -20.0 -30.0 (1200/1mA
MD(3)+ P9 49,; o,a J7 MX(3)+ e .
WW e 7o L ED Specifications: e
MD(2)— P10 3 ﬁ J8 MX(3)- LED Wavel Forward Typical
avelength
- Standard LED Color (V Max) vV TYP)
T2 Kv Green 560-580 nm 2.5 21-22
L e 1. LED intensity/wavel ength measured with Photo research PR-650 colormeter
— Shi
2. With aforward Current of 20mA ,absolute maximum ratings (Ta=25°) F
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