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Keystone module, design compatible, CAT 8, shielded

NOTES: A
CéT 49 General information:
2GHz GBit 1. Tool-free Installation

2. Shielded

3. Transmission Properties: CAT 8
4. Area of Application: 2GHz, 40GBit
16,30£0,3 58,80£0,5 5. Standard: ISO/IEC 11801-1 Ed.1.0 ; ANSI/TIA 568.2-D B

Eﬁ Zal 4 ELECTRICAL:
1. VOLTAGE RATING: 125VAC.

| | 2. CURRENT RATING: 1.5AMP.

| CAT8 | ) 3. CONTACT RESISTANCE: 100mQ MAX.
4. INSULATION RESISTANCE: 1000 MQ MIN. @ 500 VDC.
5. DIELECTRIC STRENGTH: 750 VAC RMS 60Hz, 1 MIN. C

19,50
16,00

21,65%£0,3

4 3,404+0,3

MECHANICAL:
1. INSULATOR MATERIAL: GLASS FILLED POLYESTER,
UL94V-0 WHITE

14,50 8,30 2. PCB MATERIAL: FR-4

9,90 . CONTACT MATERIAL: PHOSPHOR BRONZE
50u" Selective GOLD/Tin PLATED D

. SHIELD MATERIAL: Die casting Zinc Alloy

. IDC CONTACT MATERIAL: PHOSPHOR BRONZE

.WIRE: 22~24AWG

. MATING CYCLES: 750 CYCLES MIN.

. PoE RATING: IEEE 802.3bt Type 3 AND IEEE 802.3bt Type 4

w

O ~NO O

ENVIRONMENTAL: E
1. STORAGE: -40°C TO +85°C
2. OPERATION: -40°C TO +85°C

16,00

T
4,00

~MARK

Package: 1pcs/PE bag ; 20pcs/box
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