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Contact style:

F - Female
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Empty:  Dia 3.05mm clear hole
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Volatge Rating :250 VAC/rms 60Hz

Current Rating : 3 AMP

Dielectric Withstanding Voltage : 1000 VAC/rms 60Hz for 1 minute

Insulation Resistance :1000 Mohms at 500 VDC

Contact Resistance :20 milliohms Max at 1 AMP DC.

Clinch Nut: Brass, Nickel Plated.

Front Shell : Steel, 60u" Nickel  Over 50u" min Copper

Insulator : Glass-Filled PBT UL94V-0

Contact : Copper alloy

SPECIFICATION

MATERIAL

CONTACT PLATING

Underplate: 50u" Nickel

ELECTRICAL

Contact Area: 1u" Selective Gold

Solder Tails Area: 100u" Tin(Brighten Tin)

PBT=ma
terial ca

n stand 
220°, for

 5~10 se
cond

X.

X.X
±1.0°

±3°

No. of Contacts

09 / 15 / 25 / 37

Standard: Quality class III

#4-40 UNC

Operate
 temper

ature: -5
5°C~+1

05°C
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Dimensions

Volatge Rating :250 VAC/rms 60Hz

Current Rating :3 AMP

Dielectric Withstanding Voltage : 1000 VAC/rms 60Hz for 1 minute

Insulation Resistance :1000 Mohms at 500 VDC

Contact Resistance :20 milliohms Max at 1 AMP DC.

Clinch Nut: Brass, Nickel Plated.

Front Shell : Steel, 60u" Nickel  Over 50u" min Copper

Insulator : Glass-Filled PBT  UL94V-0

Contact : Copper alloy

SPECIFICATION

MATERIAL

CONTACT PLATING

Underplate: 50u" Nickel

ELECTRICAL

Contact Area: 1u" Selective Gold

Solder Tails Area: 100u" Tin(Brighten Tin)
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Volatge Rating :250 VAC/rms 60Hz

Current Rating :3 AMP

Dielectric Withstanding Voltage : 1000 VAC/rms 60Hz for 1 minute

Insulation Resistance :1000 Mohms at 500 VDC

Contact Resistance :20 milliohms Max at 1 AMP DC.

Boardlock: Brass, Tin Plated.

Front Shell : Steel, 60u" Nickel  Over 50u" min Copper

Insulator : Glass-Filled PBT  UL94V-0

Contact : Copper alloy

SPECIFICATION

MATERIAL

CONTACT PLATING

Underplate: 50u" Nickel

ELECTRICAL

Contact Area: 1u" Selective Gold

Solder Tails Area: 100u" Tin(Brighten Tin)
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Recomended PCB Layout

Volatge Rating :250 VAC/rms 60Hz

Current Rating :3 AMP

Dielectric Withstanding Voltage : 1000 VAC/rms 60Hz for 1 minute

Insulation Resistance :1000 Mohms at 500 VDC

Contact Resistance :20 milliohms Max at 1 AMP DC.

Boardlock: Brass, Tin Plated.

Front Shell : Steel, 80u" Nickel  Over 50u" min Copper

Insulator : Glass-Filled PBT  UL94V-0

Contact : Phosphor Bronze

SPECIFICATION

MATERIAL

CONTACT PLATING

Underplate: 50u" Nickel

ELECTRICAL

Contact Area: 1u" Selective Gold

Solder Tails Area: 100u" Tin(Brighten Tin)
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Volatge Rating :250 VAC/rms 60Hz

Current Rating :3 AMP

Dielectric Withstanding Voltage : 1000 VAC/rms 60Hz for 1 minute

Insulation Resistance :1000 Mohms at 500 VDC

Contact Resistance :20 milliohms Max at 1 AMP DC.

Boardlock: Brass, Tin Plated.

Front Shell : Steel, 80u" Nickel  Over 50u" min Copper

Insulator : Glass-Filled PBT  UL94V-0

Contact : Phosphor Bronze

SPECIFICATION

MATERIAL

CONTACT PLATING

Underplate: 50u" Nickel

ELECTRICAL

Contact Area: 1u" Selective Gold

Solder Tails Area: 100u" Tin(Brighten Tin)

PBT=ma
terial ca

n stand 
260°, for

 5~10 se
cond

Operate
 temper

ature: -5
5°C~+1

05°C

Screwlock: Steel, 80u" Nickel  Plated.
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Volatge Rating :250 VAC/rms 60Hz

Current Rating :3 AMP

Dielectric Withstanding Voltage : 1000 VAC/rms 60Hz for 1 minute

Insulation Resistance :1000 Mohms at 500 VDC

Contact Resistance :20 milliohms Max at 1 AMP DC.

Boardlock: Brass, Tin Plated.

Front Shell : Steel, 80u" Nickel  Over 50u" min Copper

Insulator : Glass-Filled PBT  UL94V-0

Contact : Phosphor Bronze

SPECIFICATION

MATERIAL

CONTACT PLATING

Underplate: 50u" Nickel

ELECTRICAL

Contact Area: 1u" Selective Gold

Solder Tails Area: 100u" Tin(Brighten Tin)

PBT=ma
terial ca

n stand 
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Screwlock: Steel, 80u" Nickel  Plated.
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