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        Modular Connector

RJ45 / CAT7 / Male / FTP

RoHS compliant

Unit:mm

X.XXX ±0.05

NOTES:

Material：

1. Contacts：       phosphor bronze，50u“ gold plated

2. Shell：             Brass

3. Housing：        UL94V-2

4. Wire Clip：       PC,Ø1.2mm

5. Jacket：           PVC,Ø7.5mm

Electrical：

1. Rated Current：           125V AC, 1.5A@25℃

2. Contact Resistance：   20mΩ max

3. Insulation Resistance： 500MΩ min, 100V DC/min

4. Voltage Proof：            1000V AC/min, no breakdown

Mechanical：

1. Insertion Force & Withdrawal Force： 30N max

2. Durability：                                           750cycles min

3. Wire connection:                                   24AWG(Ø1.15~Ø1.20mm)

Environmental

1. Operation temperature：                     -40℃ to +85℃
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        Modular Connector

RJ45 / CAT7 / Male / FTP

RoHS compliant

Unit:mm

X.XXX ±0.05

±2°
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Instruction Manual:

1.Insert boot into cable.
2.Strip cable jacket 20mm,

do not damage the braid.

3.Twust braid into strip.

4.Remove foil paper

5.Separate 4 pairs,

cut the cross frame.

6.Arrange wires according to wire

map.

7.Input wires into inner insert,

cut the extra wires to flat.

8.Put inner insert to the

end of plug.

9.Put plug into crimping tool

and press.

10.Put the tail part into

crimping tool and press.

11.After crimping 12.Push the boot upward

to connect with the plug.
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Packing:

1. Take 100pcs below clips into a chain bag.

2. Take 100pcs below RJ45 plug into a Tray and stick a label on a corner.

Chain bag

100pcs /BAG

100pcs /Tray

3. Take a bag of clips put on a tray with 100pcs RJ45 plugs.

100pcs Clips/BAG 100pcs plugs/Tray +100pcs clips/bag

put on

Label

4. Take 35 trays into a carton and stick carton label on the top right corner.

3500pcs plugs+3500pcs clips

Label 1

5. Packing the sheath. Put the “+” partition into a carton，then put 4000pcs

sheathes into the carton. And stick carton label on the top right corner.

Clip

RJ45 plug

Sheath

4000pcs Sheathes/carton

Label 2

partition

Luca
02.11.2021

2 Update the dimension in page 2
Segal

08.09.2023


	图纸和视图
	模型


