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NOTES:

1.MATERIAL

1.1 Body: Nylon 6T   UL 94V-0, Black;

1.2 Pins: Brass, Gold flash;

1.3 Solder Tabs: Brass, Gold over Nickel;

2.ELECTRICAL

 2.1 Current Rating:      3A, AC/DC;

 2.2 Current Voltage:             150V AC/DC;

 2.3 Withstanding Voltage:     500V AC/minute;

 2.4 Insulation Resistance:    1000MΩ min;

3.Temperature Range: -25°C to +85°C;

4. Packing: Tape&Reel.
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SV5116

1.5mm pitch wire to board

wafer SMT type

RoHS compliant
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SV5116

1.5mm pitch wire to board

housing

RoHS compliant

Unit:mm
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DIM
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Angle

X.XXX
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NOTES:

1.MATERIAL

1.1 Body: PA66   UL 94V-0,Black;

2.ELECTRICAL

 2.1 Current Rating:      3A, AC/DC;

 2.2 Current Voltage:             150V AC/DC;

 2.3 Withstanding Voltage:     500V AC/minute;

 2.4 Insulation Resistance:    1000MΩ min;

3.Temperature Range: -25°C to +85°C;

4. Packing: PE Bag.
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SV5116

1.5mm pitch wire to board

terminal

RoHS compliant

Unit:mm
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X.XXX

X.
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NOTES:

1.MATERIAL: PHOSPHOR BRONZE,Gold Flash;

2.ELECTRICAL

 2.1 Current Rating:      3A, AC/DC;

 2.2 Current Voltage:             150V AC/DC;

 2.3 Withstanding Voltage:     500V AC/minute;

 2.4 Contact Resistance:       20mΩ max;

3.Application Cable: AWG24-AWG28, OD 1.1mm Max;

4.Temperature Range: -25°C to +85°C;

5. Packing: Tape&Reel.
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