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NOTES:

MATERIAL

 1.1 Housing: PBT UL94V-0;

 1.2 Shell: Copper Alloy t=0.20mm;

 1.3 Contact pin: Phosphor Bronze t=0.35mm;

2. FINISH

 2.1 Contact Pin: Gold plating over Nickel;

 2.2 Shell:       Nickel plated;

3.MECHANICAL

 3.1 PCB retention pre-solder:  1 LB Min;

 3.2 PCB retention post-solder: 10 LB Min;

 3.3 Operating:      1500 Cycles Min;

4.ELECTRICAL

 4.1 Current Rating: 1.5 AMP;

 4.2 Voltage Rating: 125 VAC

 4.3 Dielectric Strength: 1000 VAC 60Hz, 1 minute;

 4.4 Contact Resistance: 30mΩ max;

 4.5 Insulation Resistance:1000 MΩ min, @ 500 VDC;

5.Operating temperature: -40°C TO +85°C;

6.Storage temperature:    -40°C TO +85°C;

7.Wave Soldering temperature: 255~265°C for 5~10S;

8.Packing: Tray;

9.Mates with modular plug conforming to TIA-1096-A.
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NOTES:

MATERIAL

 1.1 Housing: PBT UL94V-0;

 1.2 Shell: Copper Alloy t=0.20mm;

 1.3 Contact pin: Phosphor Bronze t=0.35mm;

2. FINISH

 2.1 Contact Pin: Gold plating over Nickel;

 2.2 Shell:       Nickel plated;

3.MECHANICAL

 3.1 PCB retention pre-solder:  1 LB Min;

 3.2 PCB retention post-solder: 10 LB Min;

 3.3 Operating:      1500 Cycles Min;

4.ELECTRICAL

 4.1 Current Rating: 1.5 AMP;

 4.2 Voltage Rating: 125 VAC

 4.3 Dielectric Strength: 1000 VAC 60Hz, 1 minute;

 4.4 Contact Resistance: 30mΩ max;

 4.5 Insulation Resistance:1000 MΩ min, @ 500 VDC;

5.Operating temperature: -40°C TO +85°C;

6.Storage temperature:    -40°C TO +85°C;

7.Wave Soldering temperature: 255~265°C for 5~10S;

8.Packing: Tray;

9.Mates with modular plug conforming to TIA-1096-A.
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