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SV5145

Wire to board connector

 Wafer Pitch 1.25mm 180° SMT

RoHS compliant

Unit:mm

X.XX ±0.20

TOL

Notes:

Insulator Material:             Nylon 9T Ivory UL94V-0;

Contact Pin:                      Brass, Tin over Nickel;

Voltage Rating:                 50V AC/DC;

Current Rating:                 1A  AC/DC;

Insulation Resistance:      100MΩ Min;

Withstanding Voltage:      500V AC/minute;

Operation Temperature:   -40°C to +105°C;

Packing:                            Tape&Reel+Cap
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SV5145

Wire to board connector

Wafer Pitch 1.25mm 90° SMT

X.XX ±0.20

TOL

A-WBP-D005EA-xxSR01

X.XXX
±0.15

Notes:

Insulator Material:             Nylon 9T Ivory UL94V-0;

Contact Pin:                      Brass, Tin over Nickel;

Voltage Rating:                 50V AC/DC;

Current Rating:                 1A  AC/ DC;

Insulation Resistance:      100MΩ Min;

Withstanding Voltage:      500V AC/minute;

Operation Temperature:   -40°C to +105°C;

Packing:                            Tape&Reel.
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SV5145

Wire to board Connector

 Housing Pitch 1.25mm

X.XX ±0.20

TOL

A-WBH-D005EG-xxCB01

X.XXX
±0.15

Notes:

Insulator Material:             Nylon66 White UL94V-0;

Voltage Rating:                 50V AC/DC;

Current Rating:                 1A  AC/DC;

Insulation Resistance:      100MΩ Min;

Withstanding Voltage:      500V AC/minute;

Operation Temperature:   -40°C to +105°C;

Packing:                            PE bag.
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Notes:

Material:                            Phosphor Bronze,

Plating:                              Tin over Nickel;

Voltage Rating:                 50V AC/DC;

Current Rating:                 1A  AC/ DC;

Contact Resistance:         30mΩ Max;

Withstanding Voltage:      500V AC/minute;

Operation Temperature:   -40°C to +105°C;

Wire Range:                      #28-#32;

Packing:                            Reel;
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SV5145

Wire to board connector

Terminal Pitch 1.25mm Crimp

X.XX ±0.20

TOL

A-WBT-D005EG-01CR01

X.XXX
±0.15
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