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Description:

ASSMANN WSW-NO.

Drawing-No.

Customer-No. SHEET

ASS 9230 CO

1 / 1

USB Type C

SMT/ 16Pin / 90° Angled

rev01
DIM TOL

.X ±0.38

.XX ±0.25

.XXX ±0.15

Angle TOL

Scale Free

TOLERANCE
02.24.2022

Peter04.02.2022

A-USBC-20F0-EA-xSR11

NOTES:

1.ELECTRICAL:
 1.1 Current Rating: 5.0A Max
 1.2 Voltage : 100V AC
 1.3 Contact Rsistance: 40 Milliohms Max
 1.4 Insulation Resistance: 100 Megohms Min

2.MECHANICAL:
 2.1 Insertion Force: 5~20 N
 2.2 Unmating Force: 8~20 N
 2.3 Durability:10000 Cycles

3.ENVIRONMENTAL:
 3.1 Temperature Range: -30°C To +85°C

4.Comply with USB 2.0 performance,and
   the data transmission speed is 480Mbit/s
5.Packing: Tape & Reel
Order Code: A-USBC-20F0-EA-xSR11

Drawn Peter02.24.20220

Peter

X.° ±2°

SV5182

G: Full Gold Flash
P: Full 15" Gold
H: Full 30u" Gold

Add flame retardant grade Peter04.02.20221
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