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Description.

ASSMANN WSW-No.

rev00

Id.

RoHS compliant

TOLERANCE

DIM

Angle

TOL

Approved

7

ASS 9438 CO

Scale Free

TOL

Unit: mm

Peter

A-M08-xx-MGPA-GEB1

SV4471

26.07.2022

Peter

26.07.2022

26.07.2022Drawn0
Peter

.X ±0.50

.XX ±0.20

X.° ±2.0°

.X° ±1.0°

Customer-No.

NOTE:

1.Mechanical Characteristics:Mating/Cycle>100 cycle

2.Operating temperature: -25°C to +85°C

3.Waterproof connector rating is IP67

   They can not be used permanently under water per

   ISO-20653,IEC60529

Circular Connector

M8 Male Plastic Assembly
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DIM
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7
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Unit: mm
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A-M08-xx-FGPA-GEB1

SV4471

26.07.2022

Peter

26.07.2022
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Peter

.X ±0.50

.XX ±0.20

X.° ±2.0°
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Customer-No.

NOTE:

1.Mechanical Characteristics:Mating/Cycle>100 cycle

2.Operating temperature: -25°C to +85°C

3.Waterproof connector rating is IP67

   They can not be used permanently under water per

   ISO-20653,IEC60529

Circular Connector

M8 Female Plastic Assembly
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