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1. Amendment of the specification 
2. Operating temperature : New : -20°C to +85°C
3. Current rating MALE : New : 5Amp
4. Catalogue 2010 shows different specification

Date of change and Implementation:

Key Characteristics of Change:

5. Draw.-No. ASS 4889 COrev00 substitutes ASS 0143C COrev02
    Draw.-No. ASS 4889 COrev00 substitutes ASS 0343A COrev02

Description of changes:

Modification / Revision Date:

ASSMANN WSW components GmbH
Auf dem Schüffel 1

D-58513 Lüdenscheid
Tel.: +49-2351 - 554-0

Fax: +49-2351 - 554-99226

Issue Date:

Change Notification # :

Product Change Notification(PCN)

D-Sub 90°, euro-standard, 9-37 ways (2010 catalogue page 13) 

PCN 20120906-A-Dx xx A/KG-T1-T3

Change: June 2010 / Implementation: 15.08.2012

Electrical features  - some tiny dimensions and tolerances

Products Affected:

Reason for Change:

Response :

Change of manufacturing location

No response to this notification is required.

A-DF xx A/KG-T1
A-DS xx A/KG-T1
A-DF xx A/KG-T3
A-DS xx A/KG-T3
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ASSMANN WSW P/N Drawing Number

A-DF xx A/KG-T1 ASS 4889 COrev00

A-DS xx A/KG-T1 ASS 4889 COrev00

A-DF xx A/KG-T3 ASS 4889 COrev00

A-DS xx A/KG-T3 ASS 4889 COrev00

Document: Drawing

Reference Documents / Attachments:

ASSMANN WSW components GmbH
Auf dem Schüffel 1

D-58513 Lüdenscheid
Tel.: +49-2351 - 554-0

Fax: +49-2351 - 554-99226

Product Change Notification(PCN)

Issue date:
Modification /  Revision date:

As attached

Date of Revision:                                          Revision Number: 00

PCN Revision History:
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