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Product Change Notification (PCN)

Issue Date: 03.09.2020
Modification / Revision Date: 03.09.2020

AWG 28-xxF
Flat cable
Change Notification : PCN 20200807_AWG 28-xxF
Description of changes : 1. Change of production location

2. New Draw.-No.ASS_0136_COrev03

Reason for Change : Change of production location

Key Characteristics of Change : Details see page 3

Products Affected : AWG 28-xxF

Date of change and Implementation : Change: Week 36/ Year 2020
Implementation: 03.09.2020

Response : No response to this notification is required.

PCN Revision History :
Date of Revision : 03.09.2020 Revision Number: 00 page 1/
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Document: Drawing
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Modification / Revision Date: 03.09.2020

ASSMANN WSW P/N

Drawing Number

AWG 28-xxF

ASS_0136_COrev02

<>

ASS_0136_COrev03
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Product Change Notification(PCN)

Issue Date:
Modification / Revision Date:

03.09.2020
03.09.2020

AWG 28-xxF Old version

AWG 28-xxF

New version

N
2/

A
1,270,07

0,9530,1 ®

a=(n-1)x1.27 mm
A=(n-1)x1.27 mm+D

NOTES:

MATERIAL

1.Insulation Material: PVC
2.Conductor : 7x0.127 mm
3.Color:Rainbow to IEC
4.Color Sequence:

5.Cross Area:0.09mm?(AWG28/7)
6.Insulation hardness: 94 Shore (A)
7.Coat Material: PVC, transparente
8.Coat hardness :91 Shore(A)
9.Pitch: R=1.27 mm

10.Bridge: $=0.20-0.25 mm
11.Insulation Diameter. d=0.80 mm
12.Coat Diameter: D=1.00 mm

ELECTRICAL
1.Conductor Resistance : <216 Q/km
2.Insulation Resistance: >100 MQ
3.0perating voltage : < 300V/50Hz
4.Test voltage:1500V/50Hz
5.Capacitance: 60pF/m

ENVIRONMENT
1.Temperature Range: -30°C to +105°C
2.Flammability Rating:UL94 VW-1

- | Size of conductot
Ores AwGlcom position A

B

09 | 28 | 7/0.127 |10.16+0.25|11.43+0.25

10 | 28 7/0.127 |11.43+0.25[12.70+0.25

12 | 28 7/0.127 |13.97+0.25|15.24+0.25

14 | 28 7/0.127 |16.51+0.25|17.78+0.25

16 | 28 7/0.127 19.05+0.30(20.32+0.30

18 | 28 | 7/0.127 |21.59+0.30/22.86£0.30

20 | 28 7/0.127 | 24.13+0.30,25.40+0.30

24 | 28 | 7/0.127 |29.21+0.3530.4810.35

25 | 28 7/0.127 |30.48+0.35|31.75+0.35

26 | 28 7/0.127 | 31.75+0.35[33.02+0.35

30 | 28 | 7/0.127 |36.83+0.38|38.10+0.38

34 | 28 7/0.127 141.91+0.38(43.18+0.38

37 | 28 7/0.127 |45.72+0.40|46.99+0.40

40 | 28 7/0.127 149.53+0.40|50.80+0.40

50 | 28 7/0.127 |62.23+0.40|63.50+0.40

60 | 28 7/0.127 |74.93+0.45|76.20+0.45

64 | 28 7/0.127 180.01+0.4581.2810.45

brown-red-orange-yellow-green-blue-violet-grey-white-black...(repetition),

@ Notes:

Material

Insulation: PVC  Color: Brown,Red,Orange, Yellow,Green,
Blue,Purple,Grey,White, Black

Insulation thickness: 0.23mm ave ; 0.18mm min.

Conduction

AWG size: 28AWG

Number of stands in each conductor: 7/0.127mm TC
Cross section area: 0.079mm?

Electronic characteristics

Spark test: 2500 V

Conductor resistance: 2370 max./KM
Insulation resistance: 100M0 max./KM
Capacitance:40p F/M

Cable physical properties

After seven days air oven at 113°C

Tensile strength: Unaged 210.3 MPa, After aging 270%
Elongation: Unaged 2100% , After aging 265%

UL style: 2651

Rated temperature: 105°C
Rated voltage: 300V

Passes VW-1 vertical flame test

Order Code:
AWG28-xx/F-xx

Lenght:
Blank: 30.5M

50: 50M
100; 100M

For detall, please take attached new drawing: ASS_0136_COrevO03 for reference
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1 2 3 4 5 6 7
3 Notes:
% Material
= & Insulation: PAVYC Color: Brown,Red, Orange, Yellow, Green,
T Blue,Purple,Grey, White, Black
o"n1 LE720.07 Insulation thickness: 0.23mm ave ; 0.18mm min.
=
Conduction
& B ® AWG size: 28AWG
Mumber of stands in each conductor: 7/0,127mm TC
E Cross section area: 0.079mm?
Electronic characteristics
Spark test; 2500 W
| Size of conductof Conductor resistance: 2370 max/KM
COFBS'AWG Composition A B Insulation resistance: 100MQ max. /KM
08 | 28 | 7/0.127 |10.16£0.25|11.430.25 Capacitance:40p F/M
10 28 70127 [11.43+20.25|12.70+0.25
12 | 28 | 7/0.127 |13.97+0.25(15.24+0.25 Cable physical properties
14 | 28 70127 [16.51+0.25(17.78+0.25 After seven days air oven at 113°C
16 | 28 70127 [19.05+0,30(20.32+0.30 Tensile strength: Unaged =10.3 MPa, After aging 270%
18 | 28 7027 [21.5940.30 22.86+0.30 Elengation: Unaged 2100% , After aging 265%
20 28 TI0A2T | 24.1340.30 25.40+0.30
24 | 28 | 70127 |29.2140.35 30.48+0.35 UL style: 2651
25 | 28 70127 [ 30.4840.35(31.7540.35 Rated temperature: 105°C
258 | 2B 70127 [ 31.75+0.35|33.02+0.35 Rated voltage: 300V
30 28 70127 [36.8340.38)38.10+0.38 P‘asseg LA | l,rgrti[;al ﬂame test
34 | 28 70127 [41.9140.38|43.18+0.38 .
37 | 28 | 7/0.127 |45.7240.40]46.99:0.40 Order Code:
40 | 28 70127 [49.530.40(50.80+0.40 AW G283 F -3
50 | 28 70127 |62.2340.40|63.50+0.40
60 | 28 | 7127 [74.93+0.45|76.2040.45 —E,_Bngm:
64 | 28 70127 [80.010.45(81.28+0.45 Blank: 30.5h4
50 50R
100: 1008
RoHS compliant Scale | Free Date Name | Customer-No.
" TOLERANCE Drvawn 21.08.2003 | J.Schulle
X, X
XX +X Approved | OT.0B.2020 [ Winnie ASSMANN WSW-No.
AWG28-xx/F-xx
¥ | +X% |3 | change to new plant 07.08.20200  Winnie
Drravving-Mo.
DM TOL
(21| Re-drawn 13.02.2009( Dean
x| ax ASSMANN| AsSs0136 CA |revo3
XX | wxe | D] Orawn 21.08.2003) J.Sehate |y components
] ] Replace Sheet
Angle | TOL | Modification Date Mame
1 2 3 4 5 6




