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PRODUCT CHANGE NOTIFICATION (PCN)

ISSUE DATE:

MODIFICATION / REVISION DATE:

A-LED8-TWBAS-MR7-1
White LED Connector IP67 With M8 Nut

CHANGE NOTIFICATION: PCN 2026-01-05_ALED8TWBASMR71

DESCRIPTION OF CHANGES: CHANGE OF DATA SHEET

New Draw.-ASS_8957_COrev02

REASON FOR CHANGE: CHANGE OF PRODUCT DIMENSIONS, TOLERANCES AND/OR PROPERTIES
KEY CHARACTERISTICS OF CHANGE: Details see page 3
PRODUCTS AFFECTED: A-LED8-TWBAS-MR7-1
DATE OF CHANGE AND IMPLEMENTATION: CHANGE:  02/2026
IMPLEMENTATION: 05.01.2026
RESPONSE: RESPONSE TO THIS NOTIFICATION IS REQUIRED

PCN REVISION HISTORY:
DATE OF REVISION: 05.01.2026 REVISION NUMBER: 00

05.01.2026
05.01.2026
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MODIFICATION / REVISION DATE:
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@Important Dimension To Check

Waterproof Rate: IP67

LED Holder:Brass, Nickel Plating

LED: 85 mm,White

O—ring:EPDM,Black

Screw Nut:Brass, Nickel Plating

Operating Voltage: DC 4V

Operating Temperature:—40~+80°C

For Panel Thickness 6.5 max.

|Forward Voltage:White Typ. 3.5V MQx.4,0(\/)|0
Forward Current:White Max. 30mA

Reverse Voltage: DC 5V

Luminous Intensity: White Min.4150/Typ.8000(Mcd)

A-LED8-1WBAS-MR7-1 OLD VERSION A-LED8-1WBAS-MR7-1 NEW VERSION
Notes:
Notes: @O Important Dimension To Check

Waterproof Rate: IP&7

LED Holder:Brass, Nickel Plating
LED: &5 mm,White
O—ring:EPDM,Black

Screw Nut:Brass, Nickel Plating
Operating Voltage: DC 4V
Operating Temperature:—40~+80°C
For Panel Thickness 6.5 max.

®[Forward Voltage:White Typ. 3 2V/Max. 36V] @

Forward Current:White Max. 30mA
Reverse Voltage: DC 3V

Luminous Intensity: White Min.4150/Typ.8000(Mcd)

FOR DETAIL, PLEASE TAKE ATTACHED NEW DRAWING: ASS_8957_COrev02 FOR REFERENCE

PCN REVISION HISTORY:
DATE OF REVISION: 05.01.2026

REVISION NUMBER: rev00

page 3/



1 3 4 5 6 7
A 7.1x0.1 Notes: A
i 35.0(REF.) @O Important Dimension To Check
o Waterproof Rate: IPE7
o ~——@00 20.0——— LED Holder:Brass, Nickel Plating
N o —= 5 50 f=— ) LED: @5 mm,White
B Shrink Tube  0_ring:EPDM,Black B
crew Nut:Brass, Nicke ating
R Haw B | — | b S Nut:B Nickel Plati
Ky o e Cpercing Vatoge: 0C 4
Cut—0ut S L 1 O : _ .
= lm‘w'l\mm' Operating Temperature:—40~+80°C
s AR} —i ) For Panel Thickness 6.5 max.
C | | & Shrink Tube @ Forward Voltage:White Typ. 3.2V /Max. 3.6V C
, Forward Current:White Max. 30mA
LED Assy Reverse Voltage: DC 3V
Nut Luminous Intensity: White Min.4150/Typ.8000(Mcd)
D D
@M8*1.0 Liquid Glue
E E
==
O—Ring oo
+,1
w
F 2 F
Scale | Free Date Name Description:  Waterproof Connector
G RoHS compliant TOLERANCE Drawn 04.03.2014 |  wilson LED IND /M8 / @5 / Metal G
Unit: XX +0.25
nlemm XXX | #0.10 Approved | 23.12.2025 Peter ASSMANN WSW-No.
X.XXX| £0.05 |@ | Update the forward voltage 23.12.2025|  Peter A_LED8-1WBAS-MR7-1
DIM | TOL Drawing-No.
@ | update 07.06.2021|  Luca 9
H — ASSMANN| AsSsg957CcO |rev02 | |,
X.° +1° @© | Drawn 04.03.2014| Wilson wawecom ponents - . e
Angle | TOL |!1d. Maodification Date Name | Acompany of BGS™ uetomer-tio. 1/2
1 3 4 5 6 i




1 3 4 5 6
Upper Cover
/ Lower Cover e g
7
/ \
N\ Label
(20)
Scale | Free Date Name Description:  Waterproof Connector
RoHS com pl iant TOLERANCE Drawn 04.03.2014 | wilson LED IND /M8 /@5 / Metal
Unit:mm XX |+0.25
XXX | £0.10 Approved | 23.12.2025 Peter ASSMANN WSW-No.
X.XXX| £0.05 |@ | update the forward voltage 23.12.2025|  Peter A-LED8-TWBAS-MR7-1
DIM TOL Drawing-No.
@ | Update 07.06.2021| Luca g
—— ASSMANN| ASS8957CO |rev02
Xe° | +1° |@[ Drawn p4032014| Wisen | wyswcomponents
-~ C -No. SHEET
Angle | TOL | . Modification Date | Name | Acompanyof BCS ustomeriio 2/2
1 3 4 2 6




