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PRODUCT CHANGE NOTIFICATION (PCN)

ISSUE DATE:  22.07.2026
MODIFICATION / REVISION DATE:  22.07.2026

A-WBT-O002EG-01CRO1
Wire to Board, Male Crimp Contcat, Tin Plated

CHANGE NOTIFICATION: PCN 20260722_AWBTO002EGO1CRO1

DESCRIPTION OF CHANGES: CHANGE OF DATA SHEET
CHANGE OF DATA SHEET
New Draw.-ASS_9206_COrev02

REASON FOR CHANGE: CHANGE OF PRODUCT DIMENSIONS, TOLERANCES AND/OR PROPERTIES
CHANGE OF PRODUCT DIMENSIONS, TOLERANCES AND/OR PROPERTIES

KEY CHARACTERISTICS OF CHANGE: Details see page 3
PRODUCTS AFFECTED: A-WBT-O002EG-01CRO1
DATE OF CHANGE AND IMPLEMENTATION: CHANGE: 30/2026
IMPLEMENTATION: 22.07.2026
RESPONSE: RESPONSE TO THIS NOTIFICATION IS REQUIRED
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A-WBT-0O002EG-01CRO1 OLD VERSION A-WBT-0O002EG-01CROT NEW VERSION
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FOR DETAIL, PLEASE TAKE ATTACHED NEW DRAWING: ASS_9206_COrev02 FOR REFERENCE

PCN REVISION HISTORY:

DATE OF REVISION:

22.07.2026

REVISION NUMBER: rev00
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NOTE:

1.MATERIAL
1.1 Contact:Phosphor Bronze, Tin over Nickel

2.ELECTRIC

2.1 Voltage Rating:250V AC.DC

2.2 Current Rating:5A AC.DC

2.3 Withstanding Voltage:1500V AC/minute
2.4 Insulation Resistance:1000MQ Min

2.5 Contact Resistance:20mQ Max

3.Temperature Range:-25°C To +85°C

4 Applicable Wire AWG#24-428
5.Packing:Reel
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RoHS compliant

unit:mm
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TOLERANCE

Date Name

Description: Wire to Board Terminal
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Updated the dimension

22.07.2026
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Add UL E-No. on page 5,6
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