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PRODUCT CHANGE NOTIFICATION (PCN)

ISSUE DATE:  28.07.2023
MODIFICATION / REVISION DATE:  28.07.2023

A-CCS Oxx-G-T
PLCC CONNECTOR PITCH 1.27MM STRAIGHT THT

CHANGE NOTIFICATION: PCN_20230728 ACCSOxxGT

DESCRIPTION OF CHANGES: CHANGE OF PRODUCT LOCATION
CHANGE OF PRODUCT DESIGN
New Draw.-No. ASS 7007 _COrev03

REASON FOR CHANGE: CHANGE OF PRODUCT LOCATION
CHANGE OF PRODUCT DIMENSIONS, TOLERANCES AND/OR PROPERTIES

KEY CHARACTERISTICS OF CHANGE: Details see page 3,4,5

PRODUCTS AFFECTED: A-CCS 0xx-G-T
PLCC CONNECTOR PITCH 1.27MM STRAIGHT THT

DATE OF CHANGE AND IMPLEMENTATION: CHANGE: WEEK 30/ YEAR 2023
IMPLEMENTATION: 28.07.2023

RESPONSE: NO RESPONSE TO THIS NOTIFICATION IS REQUIRED

PCN REVISION HISTORY:
DATE OF REVISION: 28.07.2023 REVISION NUMBER: 00 page 1/
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A-CCS Oxx-G-T

OLD VERSION A-CCS Oxx-G-T NEW VERSION
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A-CCS Oxx-G-T OLD VERSION A-CCS Oxx-G-T NEW VERSION
Product Specification
NOTES:
Product Specification
Material
Insulator: Glass filled PBT or PPS UL94V-0 Black
(1) Cogtaci. i )
é Plated: 0.8u" Gold on contact area, 0.2~0.3u" Gold on other area 2.1 Contact:Gold flash on contact area 20-200u” Tin
80~120u" Tin on solder area, all over 30~50u” Nicke @ on solder atea.all over 15.800" Nicl‘(el
MECHANCIAL PERFORMANCE: -
Durability: Per MIL-STD-1344, Method 2018,25 Cycles
o Vibration: Per MIL-STD-810c, Method 514.2 10-200,000Hz 5G's 3.1 Mating F AKG-T M
Shock: Per MIL-STD-810C, Method 516.2,35G's et S L
Acceleration: Per MIL-STD-810C, Method 513.2, 15G's 0 3.2 Unmating Force:0.70Kg f Min.
\_Contact Force: 170g/per pin. ) 3.3 Durability (mating cycles):200 cycles Min.
ELECTRICAL PERFORMANCE: 4 ELECTIRICA]
ontact Interface Resislance: 3) 4.1 Rated Current:1.0 Amp )
Initial:6.5 Milliohms Average 9 4.2 Rated Voltage: 125~250 V
Final: 15.0 Millichms Average Max After Testing. i 3 .
@ Insulation Resistance: 10000 Megohms min. 4.3 Withstand V? Itage_ﬁj(]l}\f for 1. minule
Dielectric Strength: 1000VAC continuous for 1 minute. 4.4 Contact Resistance:20mQ Max.
| - 1000KHz nsulation Resistance:
Operating and Storage Temperature :-40°C to +105°C
| 5.ENVIRONMENTAL
Packing: Tube 5.1 Operating Temperature:-40°C To +105°C
5.2 High Temperature Resistance:260+5°C 105
6.Packing: Tube
Dimension
El Pin Count
Mo. of Contact I to A+0.2 | B£0.2 | C£0.1 | D01 : ¥ 2 5
ot b - Dim A Dim A1 Dim B Dim B1
20 fﬁBT, Black, ULQdVb 15.50 | 15.50 | 5.08 | 5.08
28 PBT, Black, UL94V-0 | 18.05 | 18.05 | 7.62 | 7.62 G 18.00 1452 1800 7452
32 PBT, Black, UL94V-0 | 18.05 | 20.60 | 7.62 | 10.16 32 18.10 7.62 20.65 10.16
44 PBT, Biack, UL94V-0 | 23.50 | 23.50 | 12.70 | 12.70 44 23.05 12.70 23.05 12.70
52 PBT, Black, UL94V-0 | 2588 | 25.88 | 15.24 | 15.24
52 25.70 15.24 25.70 15.24
68 PPS, Black, UL84V-0 | 31.05 | 31.05 | 20.32 | 20.32
84 \PPS, Black, UL94V-0f 36.05 | 36.05 | 25.40 | 25.40 68 30.80 20.32 30.80 20.32
84 36.00 25.40 36.00 2540
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A-CCS Oxx-G-T

OLD VERSION

A-CCS Oxx-G-T NEW VERSION

Appearance
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Recommended P.C.B Layout

NOTES:

1.MATERAIL
1.1 Housing:PPS Glass Fiber filled,UL94 V-0,Black
1.2 Contact:Phosphor Bronze, T=0.25mm

2.FINISH
2.1 Contact:Gold flash on contact area,20-200u" Tin
on solder area,all over 15-80u" Nickel

3.MECHANICAL
3.1 Mating Force:4Kg-f Max.
3.2 Unmating Force:0.70Kg-f Min.
@ 3.3 Durability (mating cycles):200 cycles Min.

4 ELECTRICAL
4.1 Rated Current:1.0 Amp
@ 4.2 Rated Voltage:125~250 V
4.3 Withstand Voltage:600V for 1 minute
4.4 Contact Resistance:20mQ Max.
4.5 insuiation Resistance:1000MQ Min.
5.ENVIRONMENTAL
5.1 Operating Temperature:-40°C To +105°C
@ 5.2 High Temperature Resistance:260+5°C 10S
6.Packing:Tube

RoHS compliant

Unit: mm
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