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PRODUCT CHANGE NOTIFICATION (PCN)

ISSUE DATE:  28.07.2023
MODIFICATION / REVISION DATE:  28.07.2023

A-CCS 0Oxx-Z-SM-x
PLCC CONNECTOR PITCH 1.27MM STRAIGHT SMT

CHANGE NOTIFICATION: PCN_20230728_ACCSOxxZSMx

DESCRIPTION OF CHANGES: CHANGE OF PRODUCT LOCATION
CHANGE OF PRODUCT DESIGN
New Draw.-No. ASS 0142 _COrev12

REASON FOR CHANGE: CHANGE OF PRODUCT LOCATION
CHANGE OF PRODUCT DIMENSIONS, TOLERANCES AND/OR PROPERTIES

KEY CHARACTERISTICS OF CHANGE: Details see page 3,4

PRODUCTS AFFECTED: A-CCS 0xx-Z-SM-x
PLCC CONNECTOR PITCH 1.27MM STRAIGHT SMT

DATE OF CHANGE AND IMPLEMENTATION: CHANGE: WEEK / YEAR 2023
IMPLEMENTATION: 28.07.2023

RESPONSE: NO RESPONSE TO THIS NOTIFICATION IS REQUIRED

PCN REVISION HISTORY:
DATE OF REVISION: 28.07.2023 REVISION NUMBER: 00 page 1/
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ISSUE DATE: 28.07.2023

MODIFICATION / REVISION DATE: 28.07.2023

ASSMANN WSW P/N

Drawing Number

ASSMANN WSW P/N

Drawing Number

A-CCS-020-Z-SM

ASS_0142_COrev11

A-CCS-020-Z-SM

ASS_0142_COrev12

A-CCS-028-Z-SM

ASS_0142_COrev11

A-CCS-028-Z-SM

ASS_0142_COrevi2

A-CCS-032-Z-SM

ASS_0142_COrev11

A-CCS-032-Z-SM

ASS_0142_COrev12

A-CCS-044-Z-SM

ASS_0142_COrev11

A-CCS-044-Z-SM

ASS_0142_COrev12

A-CCS-052-Z-SM

ASS_0142_COrev11

A-CCS-052-Z-SM

ASS_0142_COrev12

A-CCS-068-Z-SM

ASS_0142_COrev11

A-CCS-068-Z-SM

ASS_0142_COrev12

A-CCS-084-Z-SM

ASS_0142_COrevTl

A-CCS-084-7Z-SM

ASS_0142_COrev12
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ASS_0142_COrev12
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ASS_0142_COrevi
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ASS_0142_COrev12

A-CCS-044-Z-SM/P

ASS_0142_COrev11

A-CCS-044-Z-SM/P

ASS_0142_COrev12

A-CCS-052-Z-SM/P

ASS_0142_COrevl1

A-CCS-052-Z-SM/P

ASS_0142_COrev12

A-CCS-068-Z-SM/P

ASS_0142_COrevi

A-CCS-068-Z-SM/P

ASS_0142_COrev12
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A-CCS Oxx-Z-SM-x OLD VERSION A-CCS Oxx-Z-SM-x NEW VERSION

TOLERANCE
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No. of Dimensions (mm)
No. of Contacts| JA%0.9) [[B£0.9 | C20.1 | D=0.1| Ex0.1 | F01 |fc0.3 |01 :

H Contact A Al B B1 C (]

20 15.65| ||15.65] | 508 | 508 [10.03 | 1003 [J127][J 635
28 1818 [[re.18] | 7.62 | 7.62 [12.57 [ 1257 [|1s2d[] 762 20 15707 | 500" | 570§ | 508 | j12.70] | §6:99
32 18.18] |o0.75{ B7.62 | 10.16 [12.57 | 15.11 [f17.74][| 762 28 18194 | 762 ||1819f| 762 |f15.25)|]7.65
44 23.28) [|23.28) | 12.70 [ 12.70 [ 17.65 | 1765 [J0.32][10.16 32 2080 | 10.16 |J18.19)| 782 |f17.80] || 765
52 25.84] [[25.84) | 1524 | 15.24 | 2019 | 2019 [|22.86) [f11.43 44 23.25] | 1270 [|232s|| 1270 [f20.30] |[10.15
68 30.95) |§30.954| 20.32 | 20.32 | 25.27 | 25.27 |§27.94)|113.97 52 25.80 15.24 25.80! 15.24 22.90 11.45
kind 36.00) |36.009 | 2540 | 29-40/] 30.557|: 3035 [33.07 |[16:15 68 3085) | 2032 ||s0.85|| 2032 [|27.95| | |14.00
e e e 0 84 35.90) | 25.40 ||{35.90) | 2540 [{33.00f |[16.15

Product Specification e 0 6 0

dalera Note:
Insulator: Glass filled PAST UL94V-0 , Black LAATERLAL
> LT = Tl Tt o ] S e Tl A T T AT S TP 9 11 HDLiSin PPS GIHSS F'be! Fl”ﬂd. ULQ4 V-ﬂ.B[atﬂ( ]
Plated: Matted Tin Plated 80~120u"up over 30~50u" Nickel T ONIEGL Sphor Bronze
=
Durability: Per MIL-STD-1344, Method 2016,25 Cycles 2 EIReL)
\ibration: Per MIL-STD-810¢, Method 514.2 10-200,000Hz 5G's e e " "
@ Shock: Per MIL-STD-810C, Method 516.2,35G's L @2.1 Contact40-160u" Matte Tin over 40-120u" Nicke! |
Acceleration: Per MIL-STD-810C, Method 513.2, 15G's
Contact Force: 210g/per pin. 3.ELECTRICAL
3.1 -Maximum: 1.0 AP
ELECTRICAL PERFORMANCE: (2 3.2 Voltage-Maximum: 125-250V
Caontact Interface Resistance: @ {{2) 3.3 Dielectric Strength:600V for 1 Minute
Initial:6.5 Milliohms Average ' ™
Final: 15.0 Milliohms Average Max.After Testing. 4.5 Insulation Resistance- 1000 MO MIN

@ Currrent rating: 1 AMP
Voltage rating: 250V

CHAMICA
4.1 Mating Force:4Kg-f MAX.

@ | © 42 unmating Force:0.70Kg T MIN.

4_3 Durability (maling cycles): 200 Cycles MIN.

Contact resistance: 20mohms Max.
" = E08-ey
Dielectric Strength: 1000VAC continuous

fo‘{ 1 minute.

Order Information: "
-SM  : Without Polarizing Peg m
-SM/P : With Polarizing Peg @B (@ 6 Soidering Temperatu

ng. Tule
g <
[ Recommend reflow temperature 245°C, preheat time over 1605]

FOR DETAIL, PLEASE TAKE ATTACHED NEW DRAWING: FOR REFERENCE

5, o

re:+260+5"C, 10 Seconds
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A-CCS Oxx-Z-SM-x OLD VERSION A-CCS Oxx-Z-SM-x NEW VERSION

Appearance
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FOR DETAIL, PLEASE TAKE ATTACHED NEW DRAWING: FOR REFERENCE
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Note:
o 2 DIM _B1 1 MATERIAL
170 @ 1.1 Housing:PPS Glass Fiber Filled,UL94 V-0,Black
DIM_B1 @1s02015 2 1.2 ContactPhosphor Bronze
4.45£0,20 2%1.50 0.76 |1.27
2.FINISH
= @ 2.1 Contact:40-160u" Matte Tin over 40-120u" Nickel
L ~
/| AT 3 ELECTRICAL
- 3.1 Current-Maximum: 1.0 APM
| 2 @ 3.2 Voltage-Maximum: 125-250V
o 3 = (2 3.3 Dielectric Strength:600V for 1 Minute
4 z - X 3.4 Contact Resistance:20 mQ MAX.
E = B = = @ -4%— = + = —% ® u 3.5 Insulation Resistance: 1000 MQ MIN.
=] —_ = |
% 4 MECHANICAL
| (@ 4.1 Mating Force:4Kg-f MAX.
LH.E.H]MH}E}{H m.m.m.m_o 4.2 Unmating Force:0.70Kg-f MIN.
r~ 4.3 Durability {(mating cycles):200 Cycles MIN.
o e vy
5.0peration Temperature:--40°C~+105°C
@ 6.Soldering Temperature:+260+5°C, 10 Seconds
Recommended PCB LAYOUT 7.Packing: Tube
Order Code:A-CCS 0xx-Z-SM Without location peg
A-CCS 0xx-Z-SM/P With location peg
H_ 7[015] @
) ) No. of Dimensions (mm)
With Location Peg Cantaot A v 5 ~ s e
20 15.70 5.08 15.70 5.08 12.70 6.35
28 18.19 7.62 18.19 7.62 15.25 7.65
“‘ J 32 20.80 10.16 18.19 7.62 17.80 7.65
44 23.25 12.70 23.25 12.70 20.30 10.15
Without Location Peg 52 25.80 15.24 25.80 15.24 22.90 11.45
68 30.85 20.32 30.85 20.32 27.95 14.00
84 35.90 25.40 35.90 2540 33.00 16.15
Scale | Free |@)| change the plant h3.07.2023| Peter Date o Customer-No.
-
RoHS compliant TOLERANCE \rs] ‘Addimension h705.2022| Daniel | Drawn | 13.10.1008 | Heliwig
Unit:mm ¥ +0.50
XX |+020 @ Update the plating spec h1.05.2018| Segal Approved | 13.07.2023 Peter ASSMANN WSW-No. A _~CS Oxx-Z-SM
correction 32pin for old dim C . A-CCS 0xx-Z-SM/P
XXX [£0.10|®)| .cc. oid revo? £3.05.2017| S.Boling
DIM ToL - Drawing-No.
Correction 32pin dim C 128.03.2017| S.Bolling
ASSMANN| ASS0142CO |rev2
X° +1° @ Update detail plating information H7.03.2016 Jesse
wswcompone NtS [ Cisomerno. Sheet
Angle | TOL |Id. Modification Date Name 171
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