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D-SUB COVER – ASSEMBLY INSTRUCTION
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REV. 01

AMET-xx RS – ASSEMBLY INSTRUCTION

Drawing 1
Use two halves of strain relief. Different sizes can be mixed.

Drawing 2
Strip cable 18mm and shape cable to two pigtails.

Drawing 3
Attach the strain relief around the cable.

Drawing 4
Bend cable shielding back on outside of strain relief.

Drawing 5
Mount connector and cable into the shell.

Drawing 6
Assemble the other half. Torque: 100 - 120 Ncm.
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REV. 01

ACOV-SUB-xxMB39 – ASSEMBLY INSTRUCTION

Preparation
Prepare the cable by stripping 18-20 mm and shape the braid into two pigtails. Select the ferrule halves that closest match the 
outer diameter of your cable – including the outer jacket. You can mix two different sizes to obtain the best fit. It is also possible 
to use only one half if necessary. The largest size 10,5 mm is not mixable with the others due to special design.

Strain relief

Foiled cable
If foiled cable is being used, insert the drain wire into the small 
hole in one of the ferrule halves (Fig. 1).
Assemble the two halves as shown (Fig. 1) and loop the drain 
wire – preferably into a knot.

Braided Cable
For standard braided cable, place two ferrule halves around the 
cable as shown (Fig. 2). Pigtail the braid and place it both under 
and over the ferrule halves.

After pulling the pigtailed braid back over the 2 pieces of ferrule 
halves (pressed together), place the assembly inside the hood.

Complete the assembly by putting top half and screw together 
with the small screws. For Phillips screws, use PH1. For Torx, use 
appropriate TX size.

Torque: 40 - 50 Ncm at low speed

Fig. 1

Fig. 2

Fig. 3

Fig. 4
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ACOV-SUB-xxMB40 – ASSEMBLY INSTRUCTION

Preparation
Prepare the cable by stripping 18-25 mm and shape the braid into two pigtails. If the cable has a drain wire, please leave about
55-60 mm to pull around the support clip.

Support ClipStrain relief

Foiled cable with earth / drain wire
Select the ferrule halves that most closely match the diameter of 
the cable. The halves of the strain reliefs do not need to match. 
Assemble the two halves around the cable and complete as 
shown (Fig. 2). Loop the earth wire preferably around the 
support clip. The earth wire can be insulated and extended to a 
contact on the connector if required.

Braided Cable
For heavily braided cables, pigtail the braid and turn it back over 
the Clip as shown (Fig. 3).
For light braided cables, pigtail the braid and turn it back over 
the Clip in one direction only.

Mount connector and cable into the shell as shown (Fig. 4).

Assemble the other half. Torque: 150 - 200 Ncm

Fig. 1 Fig. 2

Fig. 3

Fig. 4

Fig. 5
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